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Left hand

SU-SP LH
Spiral Fluted Tap for Stainless Steel for Left-Hand Threads 

Specification

Tapping Speeds depending on Materials

TYPE：1

TYPE：2 TYPE：3

Size Class Code Chamfer L
(mm)

ℓ
(mm)

ℓn
(mm)

ℓs
(mm)

Ds
(mm)

K
(mm)

ℓk
(mm)

No. of
flutes TYPE MSRP

For Metric Threads

M2×0.4 P1 SUMP2.0E--L 2.5P 42 7.2 12 27 3 2.5 5 2 1 ¥ 4,240 ※

M2.3×0.4 P1 SUMP2.3E--L 2.5P 42 7.2 12 27 3 2.5 5 2 1 ¥ 3,870 ※

M2.5×0.45 P1 SUMP2.5F--L 2.5P 46 8.1 14 29 3 2.5 5 2 1 ¥ 3,240 ※

M2.6×0.45 P1 SUMP2.6F--L 2.5P 46 8.1 14 29 3 2.5 5 2 1 ¥ 3,240 ※

M3×0.5 P1 SUMP3.0G--L 2.5P 46 9 14 26 4 3.2 6 3 1 ¥ 2,270 ※

M4×0.7 P2 SUMQ4.0I--L 2.5P 52 11 17 29 5 4 7 3 1 ¥ 2,270 ※

M5×0.8 P2 SUMQ5.0K--L 2.5P 60 13 22 33 5.5 4.5 7 3 1 ¥ 2,310 ※

M6×1 P2 SUMQ6.0M--L 2.5P 62 15 26 33 6 4.5 7 3 1 ¥ 2,520 ※

M8×1.25 P2 SUMQ8.0N--L 2.5P 70 19 - 36 6.2 5 8 3 2 ¥ 3,460 ※

M10×1.5 P2 SUMQ010O--L 2.5P 75 23 - 38 7 5.5 8 3 2 ¥ 4,400 ※

M10×1.25 P2 SUMQ010N--L 2.5P 75 23 - 38 7 5.5 8 3 2 ¥ 4,400 ※

M12×1.75 P2 SUMQ012P--L 2.5P 82 26 - 42 8.5 6.5 9 3 2 ¥ 6,220 ※

M12×1.5 P2 SUMQ012O--L 2.5P 82 26 - 42 8.5 6.5 9 3 2 ¥ 6,220 ※

M12×1.25 P2 SUMQ012N--L 2.5P 82 26 - 42 8.5 6.5 9 3 2 ¥ 6,220 ※

M14×2 P2 SUMQ014Q--L 2.5P 88 26 - 45 10.5 8 11 3 2 ¥ 8,480 ※

M16×2 P2 SUMQ016Q--L 2.5P 95 26 - 48 12.5 10 13 3 2 ¥ 11,400 ※

M18×2.5 P3 SUMR018R--L 2.5P 100 33 - 51 14 11 14 4 2 ¥ 15,300 ※

M20×2.5 P3 SUMR020R--L 2.5P 105 33 - 50 15 12 15 4 3 ¥ 20,800 ※

Oversize
Segment：1C

J
IS

Medium carbon steels
中炭素鋼

(m/min)

〜10
High carbon steels

高炭素鋼

(m/min)

〜10
Alloy steels

合金鋼

(m/min)

〜10
Stainless steels

ステンレス鋼

(m/min)

〜10

■ Ideal spiral fluted taps for machining 
blind holes for left-hand threads 
in stainless steel, chromium steel, 
and molybdenum steel .  These 
materials have remarkably high work 
hardening properties.

①

①-124

Spiral Fluted Tap Series for blind hole

JIS

JIS

※ = Specified Distribution Items. Made to order products.
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